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Abstract

The kinetic and thermodynamic efficacy of Irvinga Gabonensis plant extract as an effective
eco-friendly inhibitor for mild steel in acidic environment were studied using gravimetric
measurement (GM) at varied temperature of 298,308, and 318 K, as well as scanning electron
microscopy surface characterization, and were utilized. The findings indicate that Irvinga
Gabonensis leaf extract inhibited acid-induced corrosion of MS effectively. The results of the
kinetic analysis indicated that the inhibited species were more resilient. The extract's
effectiveness as an inhibitor is determined by its concentration (C) and temperature (T). The
active components of the extracts were found to adhere to the Langmuir adsorption isotherm,
resulting in an adsorption-based inhibitory mechanism. It was also established from the study
that the extract is a mixed-type inhibitor. SEM characterization further revealed that the
surfaces were devoid of pits when the extract is present.

Keywords:  Thermodynamic;  kinetic; mixed-type inhibitor; Irvingia Gabonensis;
Phytochemical.

Introduction

Engineers now have access to an extensive selection of structural materials owing to
established and emerging technologies, allowing them to choose the ideal material for a specific
use depending on the material's physical or mechanical qualities. Materials made of mild steel
are essential to a nation's economic growth and long-term use in engineering industry. The
interaction of this metal with its corrosive environment will always result in deterioration [1].
Due to the threats it poses to engineering structures and to industrial operations, awareness of
corrosion effects [2,3] has increased. Prevention is the most effective method for combating
corrosion [4, 5]. Corrosion is the degradation of metals in the presence of the environment.
Therefore, additional research into corrosion protection methods for metals and alloys is
necessary [6]. Corrosion of metals in aggressive solutions presents obstacles for acid pickling,
industrial acid cleansing, acid descaling, and acidizing oil wells. In corrosive environments,
corrosion inhibitors are frequently used to protect metals from further deterioration [7-13].

Inhibitors are applied to the surface of metal, where they form a thin coating and block
corrosion. Most corrosion inhibitors on the market today are inorganic chemicals, some of
which are rather dangerous due to the presence of nitrogen, sulphur, and oxygen. In recent years,
there has been a shift towards producing natural corrosion inhibitor from plants and its
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derivatives, which is biodegradable and ecologically beneficial. The results of these studies [14-
33] reveal that the use of these inhibitors has effectively halted corrosion. Nigeria is a tropical
country; hence it has a rich variety of plant life. finding natural alternatives to the synthetic
corrosion inhibitors now in use should be facile.

Irvingia Gabonensis leaves (IGL) plant is found within the Humid Forest zone in the
northern parts of Angola, Congo, and Nigeria, and IGL plant is commonly used for medicinal
purpose. This plant is found in the southern and eastern regions of Nigeria [34]. Analysing the
kinetic and thermodynamic properties of Irvingia Gabonensis leaves (IGL) extract will allow
the researchers to determine whether it is useful as a corrosion inhibitor for mild steel in an
acidic environment. This will be done by evaluating the extract's effectiveness.

Experimental procedure

Materials

Mild steel (MS) with the constituents P (0.04%), Mn (0.8%), S (0.05%), C (0.16%), and
Fe (98.95%) was subjected to corrosion testing. Before the corrosion process, the mild steel was
mechanically cut into its desired shape. As described in [29], the coupon was polished with
emery paper to enhance its lustre and degreased with acetone to remove any oil residue.

Preparation of extract

The Irvingia Gabonensis leaves (IGL) used was identified and purchased from Effurun
market in Delta State, Nigeria. The fresh leaves were dried for five (5) days was then pulverized
and kept for extraction. To create the extracts, 20 grammes of powdered desiccated leaves were
refluxed for four hours in 1.0 M HCI and allowed to remain overnight. The products' filtrates
were used as the stock solution. Using the filtrate, extract concentrations of 0.2, 0.4, and 0.6g/L
were then obtained.

Gravimetric corrosion Analysis

The weight reduction procedure was performed at 298K, 308K, and 318K. As indicated
previously [29,35], the difference between the initial and final weights of an unprotected and
protected test solution was analysed. After the corrosion testing was finished, the coupons were
removed and rinsed in acetone before being reweighed. The experimental data were recorded
and analysed using equations (1)- (4) respectively as adopted from previous study [36].

= - (1)
R=— @
IE% = 2 3)
B =—— 4)

where: Wi and W, represent the coupon's initial and final weights, respectively. woi and Winn
represent, respectively, the weight loss values for the blank and inhibited conditions.

Phytochemical analysis

Irvingia Gabonensis leaves (IGL) phytochemical investigation was carried out to
identify the reactive inhibitory metabolites in the extract, including alkaloids, saponins, tannins,
and flavonoids etc.
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Surface Morphology
A Jeol JISM-7600F UHR Analytical FEG SEM machine was used to examine the surface
morphology of both blank and inhibited mild steel.

Results and Discussion

Weight loss (WL) measurements

The weight loss (WL) of Mild steel (MS) in 1.0 M HCI using 0.2, 0.4, and 0.6 g/L of
IGL extract and varying immersion durations (8-24h) and temperatures (298, 308, and 318K).
WL, CR, and IE were derived using Equations 1, 2, and 3 from the obtained values. Figures 1, 2,
and 3 depict the WL, CR, and IE plots, respectively.

Fig. 1 illustrates the results of using Equation 2 to calculate the weight loss of mild steel
at various inhibitor concentrations. According to the study's findings, the inhibitor substantially
slowed the mass loss of metal coupons compared to the blank condition. In addition, it was
demonstrated that an increase in inhibitor concentration decreased coupon weight loss. At
higher inhibitor concentrations, a greater number of inhibitor molecules are deposited on the
surface of mild steel metal, resulting in greater coverage of the metal's surface by the inhibitor,
thereby making it exceedingly difficult for corrosion to continue. When the IGL extract
inhibitor was absent, mild steel lost significantly more mass than when it was present.
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Fig. 1. Weight loss against time of immersion

Fig. 2 depicts the correlation between corrosion rate and immersion duration in HCI
solution (without and with inhibitor).When the [rvingia Gabonensis leaves (IGL) extract
inhibitor was present, the corrosion rate of mild steel decreased, according to the results. As
inhibitor concentration increased, the rate of corrosion decreased.

In-depth analysis of Fig. 3 revealed that the concentration of Irvingia Gabonensis leaves
(IGL) extract influenced directly the degree of inhibition generated by the spontaneous
attachment of active IGL molecules, which acts as a barrier to mass transfer processes and halts
further dissolution[31].At a concentration of 0.6 g/L, the greatest inhibition (92,3 %) was
observed. Since the presence of a dense metal-inhibitor interaction between the adsorbate (IGL)
and the steel surface prevents chloride ions (Cl) from adsorbing on the steel surface, the
adsorption mechanism between the adsorbate and the steel surface is well established. The
results indicate that due to the presence of active metabolites, IE increased as the concentration
of the IGL extract increased.
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Fig. 2 Corrosion rate against time of immersion
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Fig. 3. Inhibition Efficiency against immersion time

The efficacy of Irvingia Gabonensis leaves (IGL) extract to prevent corrosion of mild
steel in a 1.0M HCI solution was investigated over the course of 24 hours at concentrations of
0.2g/1, 0.4g/1, and 0.6g/l inhibitor at temperatures ranging from 25 °C to 45 °C. Fig. 4 depicts
the effect of temperature on corrosion rate in the absence and presence of inhibitors. Corrosion
occurs more rapidly in the absence of an inhibitor than in the presence of one. At elevated
temperatures, the extract's inhibitor molecules lose their ability to adsorb onto the ductile steel,
which explains why corrosion accelerates under such conditions [46].
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Fig. 4. Effect of Temperature on rate of corrosion of mild steel

Adsorption studies

The adsorption at the metal/solution interface is related to the effectiveness of an extract
as a corrosion inhibitor in highly acidic environments. According to [37], for the extract to be
effectively adsorbed onto the metal surface, the synergistic force between the metal and the
water molecule must be less than the reciprocal force between the metal and the extract.
Consequently, the adsorption isotherm can be used to describe the corrosion-prevention
processes. The Langmuir Isotherm was used to analyse the corrosion adsorption processes of
the Irvingia gabonensis leaves(IGL) extract on the mild steel surface in a 1.0M HCI solution.

The plot of — against concentration (C) for the Langmuir isotherm using equation 5 was used to

obtain the values of Kags at different temperatures.
=1 +cC (5)

where: C is the inhibitor concentration in grams per liter, Kags is the adsorption-desorption
equilibrium constant in g/L, and is the surface coverage.

Table 2 displays the calculated Kags, slope, and intercept of the straight lines depicted in
Fig. 5 at respective temperatures of 298 K, 308 K, and 318 K. The Langmuir adsorption
isotherm [30] relies on the following assumptions, for coverage to have no effect on the typical
adsorption-free energy, the metal surface must be uniform, the adsorbate must occupy a single
surface site, and the adsorbed compounds must not diffuse across the metal's surface. For
temperatures of 308 K and 318 K, the Langmuir isotherm equation produces straight lines with
gradients that are not exactly equal to unity, with R? = 0.9934, 0.9932, and 0.9996, respectively.
Even though the R? values are consistent with the Langmuir adsorption isotherm, the gradients
contradict the notion that inhibitor molecules are adsorbed in a monolayer on the surface of the
adsorbent.

Inhibitor adsorption in monolayers, for instance, is independent of temperature and
requires homogenous metal surfaces with no dispersion of the adsorbed molecules [38-40]. This
may be why data from typical metal inhibition processes do not align the Langmuir adsorption
isotherm. Even for a prototypical acid inhibition system like the one under consideration, the
presence of foreign ions and their interactions in the same medium renders these assumptions
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unlikely. Depending on the potential, some adsorption processes may be selective with regard
to the categories of charges present on the metal surface.
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Fig. 5. Langmuir adsorption plot of — and extract concentration (C)
for mild steel at 0.2-0.6 g/L of IGL extract

Table 2. Langmuir adsorption parameters for the adsorption of leaves extract of IGL on the surface of the mild steel.

Temperature(K) Slope Intercept(g/L)  Kaas (L/g) R? AG(kJ/mol)
298 0.9026 0.117 8.55 0.9934 -22.43
308 1.0417 0.1349 741 0.9932 -22.82
318 1.0526 0.1747 5.72 0.9996 -22.87

According to [38-40], these deviations from the standard adsorption isotherm have
implications for the adsorption process and must be explained by considering another physical
characteristic of the isotherm. This dimensionless separation constant (Kr) may be incorporated
into the Langmuir adsorption isotherm as shown by Equation (6).

According to [38-40], another physical characteristic of the adsorption isotherm must be
considered in order to comprehend these phenomena and how they influence the adsorption
process. To incorporate the Kr into the Langmuir adsorption isotherm, it is generated
mathematically as shown in Equation (6).

1
= ©

where: Kags denote the adsorption equilibrium constant, Ki is the dimensionless separation
factor of the extract, and C is the concentration of the extract.

Table 3 displays the predicted K¢ values for mild steel in 1 M HCI at 308 and 318 K for
different concentration of Irvingia Gabonensis leaves (IGL) extract. For Kr values > 1,
adsorption is unfavourable and contradicts the Langmuir adsorption isotherm. While Ky = 1 and
Kr = 0 indicate linear and irreversible adsorption, respectively, for Ki < 1, adsorption is
favourable and experimental data are in accordance with the Langmuir adsorption isotherm [40].
Table 3 shows that the adsorption process is characterized by a Langmuir isotherm, with all K¢
values for inhibitor concentrations being less than unity.
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Table 3. K. values for corrosion of mild steel in 1 M HCI as a function of
IGL extract concentration at temperatures of 308K and 308K.

KL
Conc (gL 308K 318K
0.2 0.403 0.47
0.4 0.25 0.30
0.6 0.18 0.23
Mean 0.23 0.33

1 —AGY

Kags _(csoh,em)eXp( RT ) 7

where: R is the molar gas constant in J/mol, T is the absolute temperature in K, Csotvent is the
concentration of water in solution in g/, and Kags is the adsorptive/desorptive equilibrium
constant in L/g, all determined from the intercept of Fig. 1. AG® is the adsorption free energy in
KJ/mol. It is quite clear that the function of Kags correspond to the unit of Csolvent. As shown in
Table 1, Table 1 reveals that Kags is expressed in L/g, so Csolvent has a value of approximately
1.0 x 10° [41, 42].

The values for AG? are all negative, indicating that the molecules of the extract have
autonomously adsorbed, as shown in Table 2. The AG° values imply a distribution of
heterogeneous absorption. The calculated AG® values of -22.43, -22.82, and -22.87 kJ mol
shown in Table 2 for temperatures of 298, 303, and 333K, respectively, AG® values below 20 kJ
mol are consistent with electrostatic interaction between the organic molecules and the metal
surface (physisorption); AG? values above 40 kJ mol require charge sharing or transfer from the
organic molecules to the metal surface (chemisorption) [43, 44]. IGL extract contains a variety
of chemical components [34], some of which may adsorb chemically and others physically;
these components vary with temperature [45]. It is therefore possible that this is the
physiochemical mechanism underlying the dual mode of adsorption.

Kinetic and Thermodynamic Studies

The kinetics study of corrosion of MS in 1.0 M HCI solutions involves inputting values
derived from the computation of weight loss into multiple kinetic models. The assessment
reveal corrosion of MS in HCI solution aligns with the first order kinetic model.

According to [46], the kinetic equation of the reaction can be represented by Eq. 8 if the
initial concentration of Fe in the mild steel is ap and x moles of the corrosion product are
produced after t time.

—=k1C =) ®)
where: kl=first order reaction rate constant. Rearrangement of Eq. 8 gives Eq. 9 which upon
integration, lead to Egs. 10 and 11 respectively.

T )

_In(ao - ): 1t (10)

—log(weight loss) =% (11)
0.693

Yv,m T (12)
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Table 4 and Fig. 6 show that the half-life of mild steel in 1 M HCI with Irvingia
Gabonensis leaves (IGL) extract is greater than in the blank solution. Until the optimal
concentration of the extract was attained, the half-life was observed to increase with its
concentration. Table 4 demonstrates that as concentration increases, the first order rate constant
decreases. Thus, the half-life and the rate constant of the first order are discovered to be
inversely proportional. Therefore, it has been demonstrated that the presence of IGL extract in
the aggressive solution increased the service life of mild steel [33-36].

Table 4. Kinetic parameters obtained varying concentration of the various concentration of IGL extract

Surface First
Inhibitor Corrosion . o Order . )
Concentration(g/L) Rate(mm/y) Efficiency (%) Cozz)r)age Rate Half life R? value
Constant
Blank 1.082 0 0 0.0216 32.08 0.9938
0.2 0.824 42.7 0.429 0.0171 40.53 0.9973
0.4 0.168 72.4 0.724 0.0139 49.86 0.9947
0.6 0.048 92.3 0.923 0.0112 55.89 0.9964
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Fig. 6. Relationship between half life and extract concentration for mild steel at
varying concentration of the various concentration of IGL extract.

Using the logarithmic form of the Arrhenius equation [47,51], as shown below, we
analysed the effect of temperature on MS corrosion in a 1.0M HCI blank acid solution with
variable concentrations of the extract.

(&) ) G ) 13)

where: CR; and CR: represent corrosion current densities in millimetres per year, T and T
represent temperatures in Kelvin, Ea represents the apparent activation energy for the reaction
in kilojoules per mole, and R represents the molar gas constant in joules per mole.

The E. for mild steel protection using Irvingia gabonensis leaves (IGL) extract in HCI
solution is shown in Table 5. The table below demonstrates that the computed Ea values for the
inhibited solution containing IGL extract range from 22.02 to 39.54KJmol! for an inhibition
concentration between 0.2 and 0.6g/L. This study demonstrated that a film layer adsorbing onto
the metal surface delayed MS partial reactions in the inhibitor solution by a significant amount.
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The heterocyclic compounds in the IGL extract inhibit further metal dissolution, making the
film layer more resilient than the surface deterioration of the metal [52].

Using the transition state equation, various thermodynamic parameters (AHags and AS ags)
were calculated for the adsorption of IGL extract on the surface of mild steel.

CR = %exp(A—)exp(— A—) (14)

Using the equation: CR = corrosion rate, R = gas constant, T = temperature, N =
Avogadro's number, h = Planck constant for mild steel dissolved in 1M HCIl ,AHads represents
the enthalpy of adsorption of the inhibitor onto the surface of mild steel, while ASads represents
the entropy of adsorption. Equation 15 was derived by taking the logarithm of both sides of
Equation 14.

A A
2303 2303 (15)

Log$= LOg%-ﬁ-

Table 5 provides a summary of the AHags and ASags values computed. This result strongly
suggests that the extract slowed the energy barrier of the corrosion reaction without altering the
depletion process of the metal [43]. Table 5 reveals that the enthalpy of adsorption, Hags , is
positive, indicating that the dissolving mechanism of MS is endothermic and consequently slow
[41,42]. Furthermore, both in the absence and presence of [rvingia Gabonensis leaves (IGL)
extract, the entropy of adsorption, AS.gs is negative, indicating that the association phase, not
the dissociation phase, is the phase that determines rate for the activated complex. Adsorption
of the extract onto the surface of the adsorbent was accompanied by a decrease in entropy,
which is the propelling force for the adsorption of the leaves extract onto the MS surface [53].
This is demonstrated by the increasing negative value of the entropy of adsorption, ASads , as the
extract was added (Table 5 ).

Table 5. Thermodynamic parameter obtained varying concentration of the various concentration of IGL extract

Inhibitor Activation Energy Enthalpy of Entrop)f of
concentration (Ea) adsorption adsorption
(AHads) (Asads)
Blank 19.71 19.17 -105.12
0.2 22.02 28.47 -142.9
0.4 28.54 27.01 -165.37
0.6 39.54 46.99 -181.92

Phytochemical Analysis

Table 6 below highlights the bioactive compounds present in the IGL extract. These
include tannin, flavonoids, saponin, alkaloids, and resins. Tannins have been demonstrated to be
the most potent biochemical inhibitors present. These phytochemicals have shown to enhance
the corrosion resistance of mild steel in an acidic environment [34]. It has been discovered that
the presence of these compounds in the IGL extract enhances the corrosion inhibition of mild
steel in HCI solution.

Table 6. IGL phytochemical constituents (+++ = highly present; ++ = moderately present; + = present).

Biospecies Confirmation
Alkaloids +
Tannins +++
Flavonoid ++
Saponins ++
Resins ++
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SEM Study

The MS surface was severely corroded in the 1.0 M HCI solution without IGL extract
(Fig. 7(a)), but Irvingia gabonensis leaves (IGL) extract mitigated the corrosion (Figures 7(b)
and 7(c)). This indicates that a layer of protection was formed on the mild steel surface because
of the adsorption of inhibitor molecules. This result is consistent with those found in the
literature [54-55].

Fig. 7. SEM micrographs of mild steels after corrosion in 1 M HCl containing IGL extract at 45 °C:
a) without inhibitor; b) 0.2g/L Conc. of IGL inhibitor; ¢) 0.6g/L Conc. of IGL inhibitor.

Conclusion

The inhibition of mild steel corrosion in a 1.0M HCI solution by IGL extract was
investigated. When the extract was added to the acidic solution, the corrosion rate was reduced,
surface coverage was increased, and the half-life of the inhibited samples was significantly
increased. The extract acted as a hybrid inhibitor, as determined by the adsorption test results.
Both extract concentration and temperature were found to enhance the inhibitory efficacy of the
extract. The evaluated activation and thermodynamic parameters demonstrate that the
adsorption of IGL extract on MS is endothermic and occurs via chemisorption at elevated
temperatures and physisorption at lower temperatures. In addition, the negative entropy value
indicates that the reaction occurred spontaneously. The adsorption mechanism is consistent with
Langmuir adsorption isotherms. The surface morphology of inhibited specimen reveal is more
smoother surface devoid of pits compared to the blank specimen.

http://www.ejmse.ro 151



S. 0. OKUMA et al.

Reference

[1] A. Zakeri, E. Bahmani, A. Sabour, R. Aghdam, Plant extracts as sustainable and green
corrosion inhibitors for protection of ferrous metals in corrosive media: A mini review,
Corrosion Communications, 5, 2022, pp. 25-38.

[2] S. O. Ajeigbe, B. Norazah, M. A. Hassan, M. Aziz, Optimization of corrosion inhibition of
essential oils of Alpinia galanga on mild steel using response surface methodology, ARPN
Journal of Engineering and Applied Sciences, 12(9), 2017, pp. 2763-2771.

[3] S.0.0kuma, E.K.Orhorhoro, & R.I. Tamuno ,Corrosion Evaluation on Mild Steel in
Different Selected Media, International Journal of Engineering Applied Sciences and
Technology, 3(5), (2020); pp. 33-38.

[4] N.Kavitha, P. Manjula, and N. A. Kumar,Syneristic effect of C. Papaya leaves extract-Zn’*
in corrosion inhibition of mild steel in aqueous medium,Research Journal of Chemical
Sciences, 4(8), (2014): 88-93.

[5] O0.J.Oludare and A. A. Olatunde, Modeling and optimization of the inhibition efficiency of
Euphorbia heterophylla extracts based corrosion inhibitor of mild steel corrosion in HCL
media using a response surface methodology,Journal of Chemical Technology and
Metallurgy, 54(1) , (2019): 217-232.

[6] C.A.Loto and A. 1. Mohammed,The effect of Anacardium Occidentale (cashew) juice
extract on the corrosion of mild steel in hydrochloric acid,Corrosion Prevention and
Control, 47( 2), (2000): 50-56.

[7] M.Benabdellah, M. Benkaddour, B. Hammouti, M. Bendahhou, and A. Aouniti.,/nhibition
of steel corrosion in 2 M H3PO4 by artemisia oil, Applied surface science, 252(18),
(2006): 6212-6217.

[8] P.B.Raja and M.G. Sethuraman,Natural products as corrosion inhibitor for metals in
corrosive media—a review, Materials letters, 62(1), (2008),113-116.

[9] W.Lin, P. Jian-Xin , and L. Hui-Chun ,Corrosion inhibition of zinc in phosphoric acid
solution by 2-mercaptobenzimidazole,Corrosion Science, 45( 4), (2003), 677-683.

[10] A.Y. El-Etre ,Natural honey as corrosion inhibitor for metals and alloys. I. Copper in
neutral aqueous solution, Corrosion Science 40(11), (1998),1845-1850.

[11] LK.Radoj¢i¢,S. Berkovi¢, S. Kovac, and J. J. C. S. Vorkapi¢-Furaé,Natural honey and
black radish juice as tin corrosion inhibitors, Corrosion Science 50(5),(2008),1498-1504.

[12] A. Zaki. Principles of corrosion engineering and corrosion control. Elsevier, 2006.

[13] P. R .Roberge. Handbook of corrosion engineering. McGraw-Hill Education, 2019.

[14] M..Sangeetha, S.Rajendran, J. Sathiyabama, and P. Prabhakar,Eco friendly extract of
Banana peel as corrosion inhibitor for carbon steel in sea water,Journal of
Natural Product and Plant Resources,(2)5,(2012),601-610.

[15] M.Sobhi, Naturally Occurring Elettaria cardamomum Extract as a Corrosion Inhibitor for
the Dissolution of Zinc in 1.0 M HCI, International Scholarly Research Notices,2012.

[16] D.Kesavan,G. Mayakrishnan, and S. Nagarajan, Green inhibitors for corrosion of metals: a
review, Chemical Science Review and Letters, 1(1) , (2012), 1-8.

[17] S.H.S.Dananjaya, M. Edussuriya, and A. S. Dissanayake, Inhibition action of lawsone on
the corrosion of mild steel in acidic media, TOJSAT 2( 2),2012,pp,32-36.

[18] M.Sangeetha, S. Rajendran, J. Sathiyabamaa, and A. Krishnavenic, Inhibition of corrosion
of aluminium and its alloys by extracts of green inhibitors, Portugaliae Electrochimica
Acta 31, no. 1, (2013), 44-45.

152 EUR J MATER SCI ENG 8, 3, 2023: 142-155



KINETIC AND THERMODYNAMIC ASSESSMENT OF THE POTENCY OF IRVINGIA GABONENSIS...

[19] M.N.Al-Qasmi , Natural products as corrosion inhibitors of some metals in aqueous media.
A Thesis, Umm Al-Qura University, Faculty of Applied Science for Girls, Chemistry
Department, 2010.

[20] O.Ha ,Optimization and chara Costus speciosus extra, Research Journal of Chemical 8,
no. 1 (2018), 18-22.

[21] N.Priyantha, P. S. Jayawardena, and R. Senthuran, Corrosion Inhibiton of Mild Steel By
Piper betle (Betel) In H:SO4 Acid,Purse, 2013.

[22] T.H.Ibrahim,C. Youssef , and M. Abou Zour. "Corrosion inhibition of mild steel using
potato peel extract in 2M HCL solution." International Journal of Electrochemical
Science 6, no. 12,(2011), 6542-6556.

[23] R.Senthooran, and N. Priyantha, Inhibition of corrosion of copper in HCI by tea leaves
extracts: 1. Corrosion rate measurements, Annal Research journal of SLSAJ 12,
(2012),1-10.

[24] S.Banerjee,V. Srivastava, and M. M. Singh, Chemically modified natural polysaccharide
as green corrosion inhibitor for mild steel in acidic medium,Corrosion Science 59 (2012),
35-41.

[25] S.Sulaiman, A. Nor-Anuar, A. S. Abd-Razak, and S. Chelliapan, 4 study of using Allium
Cepa (omnion) as natural corrosion inhibitor in industrial chill wastewater
system, Research Journal of Chemical Sciences. /SSN 2231 (2012), 606X.

[26] Patni, Neha, Shruti Agarwal, and Pallav Shah,Greener approach towards corrosion
inhibition, Chinese Journal of Engineering ,2013: 1-10.

[27] H.Al-Sehaibani, Evaluation of Extracts of Henna Leaves as Environmentally Friendly
Corrosion Inhibitors for Metals. Materialwissenschaft Und Werkstofftechnik,
31(12),(2000). 1060-1063. https://doi.org/10.1002/1521-4052(200012)31:12<1060::aid-
mawe1060>3.0.co;2-k

[28] C.C. Ahanotu, I.B.Onyeachu,M.M Solomon, 1.S. Chikwe, O.B. Chikwe, & C.A. Eziukwu.
Pterocarpus santalinoides leaves extract as a sustainable and potent inhibitor for low
carbon steel in a simulated pickling medium. Sustainable Chemistry and Pharmacy, 15,
(2020).100196. https://doi.org/10.1016/j.scp.2019.100196

[29] S.0.0kuma,P.O.Okerentie &G.C. lhe, Investigating the effect of lasienthera africanum
extract as mild steel corrosion inhibitor in 0.5M HCI solution. Nigerian Research Journal
of Engineering and Environmental Sciences,7(1), (2022),pp19-26.

[30] O.D.Ofuyekpone, O.G.Utu, and B.O. Onyekpe, Corrosion inhibition for alloy 304L (UNS
S§30403) in H>SO4 IM solution by Centrosema pubescens leaves extract. Applied Surface
Science Advances, 3: (2021): 100061. https://doi.org/10.1016/j.apsadv.2021.100061

[31] O.D.Ofuyekpone, A.A.Adediran,0.G.Utu,B.O. Onyekpe and U.G. Unueroh. Non-toxic
leguminous plant leaf extract as an effective corrosion inhibitor of UNS S§30403 in 1 M
HCl, Journal of Electrochemical Science and Engineering,(2022)
http://dx.doi.org/10.5599/jese.1343

[32] F.O.Edoziuno, A. A. Adediran, B. U. Odoni, A. D. Akinwekomi, O. S. Adesina, and M.
Oki, Optimization and development of predictive models for the corrosion inhibition of
mild  steel in sulphuric acid by methyl-5-benzoyl-2-benzimidazole carbamate
(mebendazole), Cogent Engineering 7, no. 1 (2020): 1714100.

[33] M.A.M. El-Haddad, A. B.Radwan, H.Mostafa,W.Sliem, M.I Hassan, and M. A. Abdullah,
Highly efficient eco-friendly corrosion inhibitor for mild steel in 5 M HCI at elevated
temperatures: experimental & molecular dynamics study.Scientific reports 9, no. 1 (2019),
3695.

http://www.ejmse.ro 153


https://doi.org/10.1002/1521-4052(200012)31:12%3c1060::aid-mawe1060%3e3.0.co;2-k
https://doi.org/10.1002/1521-4052(200012)31:12%3c1060::aid-mawe1060%3e3.0.co;2-k
https://doi.org/10.1016/j.scp.2019.100196
https://doi.org/10.1016/j.apsadv.2021.100061
http://dx.doi.org/10.5599/jese.1343

S. 0. OKUMA et al.

[34] S.0. Okuma, & K.C. Onyekwere, Inhibitive effect of Irvingia Gabonensis leaf extract on
the corrosion of mild steel in 1.0 m hydrochloric acid. Journal of Applied Sciences and
Environmental Management, 26(1),(2022).,25-29.

[35] V.Thiruvengadam, K. Kolanthi, and N. Zulfareen, Optimization of corrosion inhibition of
mild steel by ethanol extract of Prosopis juliflora in HCl medium using factorial
analysis. Analytical & Bioanalytical Electrochemistry, 7, no. 6 (2015): 701-718.

[36] Anadebe, V. C., O. D. Onukwuli, M. Omotioma, and N. A. Okafor, Experimental,
theoretical modeling and optimization of inhibition efficiency of pigeon pea leaf extract as
anti-corrosion agent of mild steel in acid environment, Materials Chemistry and
Physics 233 (2019), 120-132.

[37] E.E. Ghali, S.S. Vedula, and E. Mimoun, Corrosion prevention and protection: practical
solutions. John Wiley & Sons, 2007.

[38] S.A.Umoren,, U. M. Eduok, A. U. Israel, I. B. Obot, and M. M. Solomon, Coconut coir
dust extract: a novel eco-friendly corrosion inhibitor for Al in HCI solutions, Green
chemistry letters and Reviews 5, no. 3 (2012): 303-313.

[39] O.D. Ofuyekpone, O. G. Utu, and B.O. Onyekpe, Corrosion inhibition for alloy 304L
(UNS S§30403) in H2SO4 IM solution by Centrosema pubescens leaves extract, Applied
Surface Science Advances, 3 (2021): 100061.

[40] U.M. Eduok, and M. Khaled, Corrosion inhibition for low-carbon steel in 1 MH 2 SO 4
solution by phenytoin: evaluation of the inhibition potency of another “anticorrosive drug.
Research on Chemical Intermediates 41 (2015), 6309-6324.

[41] N. Soltani, N. Tavakkoli, M. Khayat Kashani, A. Mosavizadeh, E. E. Oguzie, and M. R.
Jalali, Silybum marianum extract as a natural source inhibitor for 304 stainless steel
corrosion in 1.0 M HCI, Journal of Industrial and Engineering Chemistry, vol. 20, no.
5, pp- 3217-3227, Sep. 2014, doi: 10.1016/j.jiec.2013.12.002.

[42]S. Deng and X. Li, Inhibition by Jasminum nudiflorum Lindl. leaves extract of the
corrosion of aluminium in HCI solution, Corrosion Science, vol. 64, pp. 253-262, Nov.
2012, doi: 10.1016/j.corsci.2012.07.017.

[43] M. Scendo and J. Trela, Adenine as an Effective Corrosion Inhibitor for Stainless Steel in
Chloride Solution, International Journal of Electrochemical Science, vol. 8, no. 7, pp.
9201-9221, Jul. 2013, doi: 10.1016/s1452-3981(23)12961-0.

[44] O.E. Malomo, S.A. Yaro, D.S. Yawas, A.S. Akande, A.S, inhibitive and mechanical
properties of cock’s comb and African star apple leaves extract on the corrosion of
medium carbon low alloy steel in IM H>SO. solution, Annal Faculty of Engineering,
Hunedoara International journal of Engineering. (2016).

[45] X. Li, S. Deng, and H. Fu, Inhibition of the corrosion of steel in HCI, H2SO4 solutions by
bamboo leaf extract, Corrosion Science, vol. 62, pp. 163-175, Sep. 2012, doi:
10.1016/j.corsci.2012.05.008.

[46] S.N. Pavithra, D. Vijaya D , P. Alva, 4 Green Approach: Evaluation of Combretum
indicum (CI) Leaf Extract as an Eco-friendly Corrosion Inhibitor for Mild Steel in IM HCI.
Chemistry Africa. https://doi.org/10.1007/s42250-020-00190-z

[47]1N. O. Eddy, F. Awe, and E. E. Ebenso, “Adsorption and Inhibitive Properties of Ethanol
Extracts of Leaves of Solanum Melongena for the Corrosion of Mild Steel in 0.1 M HCl,”
International Journal of Electrochemical Science, vol. 5, no. 12, pp. 19962011, Dec. 2010,
doi: 10.1016/s1452-3981(23)15401-0

154 EUR J MATER SCI ENG 8, 3, 2023: 142-155


https://doi.org/10.1007/s42250-020-00190-z

KINETIC AND THERMODYNAMIC ASSESSMENT OF THE POTENCY OF IRVINGIA GABONENSIS...

[48] O. Sanni, A. P. I. Popoola, and O. S. I. Fayomi, “Enhanced corrosion resistance of stainless
steel type 316 in sulphuric acid solution using eco-friendly waste product,” Results in
Physics, vol. 9, pp. 225-230, Jun. 2018, doi: 10.1016/j.rinp.2018.02.001.

[49] M. Behpour, S. M. Ghoreishi, M. K. Kashani, and N. Soltani, /nhibition of 304 stainless
steel corrosion in acidic solution by Ferula gumosa (galbanum) extract, Materials and
Corrosion, vol. 60, no. 11, pp. 895-898, Jun. 2009, doi: 10.1002/maco.200905182.

[50] V.C. Anadebe, O.D. Onukwuli, M. Omotioma, N.A. Okafor, Optimization and
electrochemical study on the control of mild steel corrosion in hydrochloric acid solution
with bitter kola leaf extract as inhibitor, Soith. Africa journal of Chemistry. 71 (2018)
51-61.

[51] A.K. Satapathy, G. Gunasekaran, Amit Kumar, P.V. Rodrigues, Corrosion inhibition by
Justice gendarussa plant extract in hydrochloric acid solution, Corrosion Science,51,
(2009) 1317-1325.

[52] J.1.Bhat, and D.P.A .Vijaya, Inhibition effect of miconazole nitrate on the corrosion of mild
steel in hydrochloric acid medium, International Journal of Electrochemistry,2011.

[53] H.F.Chahul, E. S. Kayode, and R. A. Wuana, Kinetic and Thermodynamic Investigation on
Mild Steel Corrosion Inhibition by Terminalia Mantaly Leaf Extract, Portugaliae
Electrochimica Acta 40, no. 3 (2022), 157-175.

[54] Karim HH, Anees AK, Noor HK. Citrus aurantium Leaves Extracts as a Sustainable
Corrosion Inhibitor of Mild Steel in Sulfuric Acid. South African Journal of Chemical
Engineering, 2016;22:1-5. DOLI: http://doi.org/10.1016/j.sajce.2016.07.002

[55] G.A. Tjuo, H.F.Chahul,L.S. Eneji, Kinetic and Thermodynamic Studies of Corrosion
Inhibition of Mild Steel using Bridelia ferruginea Extract in Acid Environment. Journal of
Advanced Electrochemistry. 2016;2(3):107-112.

Received: April 23, 2023
Accepted.: June 02, 2023

http://www.ejmse.ro 155



	Phytochemical Analysis
	Table 6 below highlights the bioactive compounds p

